ESD DOCUMENTS, 2007–2009


Audigane, P., I. Gaus, I. Czernichowski-Lauriol, K. Pruess and T. Xu. Two-dimensional reactive transport modeling of CO2 injection in a saline aquifer at the Sleipner Site,


Benning, L.G., and G.A. Waychunas, Nucleation, growth, and aggregation of mineral phases: Mechanisms and kinetic controls. LBNL-1747E. Chapter 7 in: Kinetics of


Birkholzer, J., and C.-F. Tsang (Guest Editors), Special issue on site characterization for CO₂ storage. Journal of Environmental Geology, 54 (8), Springer Verlag, Germany, 2008.


Bourg, I.C., and G. Sposito, Connecting the molecular scale to the continuum scale for diffusion processes in smectite-rich porous media. LBNL-3045E. Environmental Science and Technology, published online 2009 (DOI: 10.1021/es903645a) 2010.


Cruz-Martinez, K., K.B. Suttle, E.L. Brodie, M.E. Power, G.L. Andersen, and J.F. Banfield, Despite strong seasonal responses, soil microbial consortia are more resilient to long-term changes in rainfall than overlying grassland. The ISME Journal, 3, 738–744, 2009.


Faybishenko, B. et al., A conceptual model of coupled biogeochemical and hydrogeological processes affected by *in situ* Cr(VI) bioreduction in groundwater at Hanford 100H site of the geometry and physics of water flow in a fractured basalt vadose zone. LBNL-63362. EOS Transactions, 88 (23), H32B-03, 2007.


Keiluweit, M., P.S. Nico, M.G. Johnson, and M. Kleber, Dynamic molecular structure of plant biomass-derived black carbon (biochar). LBNL-2968E. Environmental Science


Melton, S.J., H. Yu, K.H. Williams, S.A. Morris, P.E. Long, and D.A. Blake, Field-based detection and monitoring of uranium in contaminated groundwater using two


Oldenburg, C., Migration mechanism and potential impacts of CO$_2$ leakage and seepage. LBNL-58872. In: Carbon Capture and Geologic Sequestration: Integrating


Quinn, N.W.T., Information technology and innovative drainage management practices for selenium load reduction from irrigated agriculture to provide stakeholder assurances and meet contaminant mass loading policy objectives. LBNL-3104E. Agricultural Water Management, 96 (3), 484–492, 2009.


Revil, A., C.A. Mendonça, E.A. Atekwana, B. Kulessa, S.S. Hubbard, and K. Bohlen, Understanding biogeobatteries: Where geophysics meets microbiology. LBNL-


Torn, M.S., C.W. Swanston, C. Castanha, and S.E. Trumbore, Storage and turnover of organic matter in soil. LBNL-810E. In: Biophysico-Chemical Processes Involving Natural Nonliving Organic Matter in Environmental Systems, N. Senesi, B. Xing, and


Vasco, D.W., A. Ferretti, and F. Novali, Reservoir monitoring and characterization using satellite geodetic data: Interferometric synthetic radar observations from the Krechba field, Algeria. LBNL-308E. Geophysics, 73 (6), WA113-WA122, 2008.


Xu, T., Incorporation of aqueous reaction kinetics and biodegradation into TOUGHREACT: Application of a multi-region model to hydrobiogeochemical


**ESD Conference Proceedings 2007–2009**


Budnitz, R.J., Status report on the safety of operating U.S. nuclear power plants (Why experts believe that today's operating nuclear power reactors are much safer than they were 20 years ago). Proceedings of NATO Advanced Research Workshop on Nuclear Power and Energy Security, Yerevan, Armenia, Published by the Advanced Science and Technology Center, Yerevan, Armenia, May 26–29, 2009.


Goloshubin, G., D. Silin, V. Vingalov, and G.V. Takkand, Reservoir average permeability from seismic and log data. Paper A012, Presented at the European Association of Geoscientists & Engineers Conference, St. Petersburg, Russia, 2008.


Silin, D., and T. Patzek, Predicting relative-permeability curves directly from rock images. SPE Paper 124974, Presented at the SPE Annual Technical Conference and


ESD Reports 2007–2009


